


To S tar t  Pump
1. Power  On
2.  Pat ien t  Connec t ions
3.  Pump On

P rese t  Parameters
1. Ass i s t  Rat io 1:2
2.  Tr igger  Source Pat tern  (ECG)
3.  ECG Source Lead I I  (Sk in ) ,  

Autogain
4.  AP Source Transducer  (D i rec t )
5 .  Ba l loon Volume Volume Automat i ca l ly  Se t  

When Ba l loon Connec ted
6.  Ca l ibra t ion Auto
7.  T iming Safe  T iming
8.  A larms On

Automat i c  Features
1. Automat i c  Purg ing a t  S tar t -Up —Prov ides  rap id  in i t ia t ion

of  counterpu lsa t ion
2. Automatic Hel ium Refi l l  Without Interrupt ion in Pumping —

Based on a beat-to-beat analysis of IAB pressure waveform
3.  Automat i c  Water  Vapor  Removal  Wi thout  In ter rupt ion 

in  Pumping
4.  Automat i c  Prese t  Parameters  —For  safe  and rapid  

in i t ia t ion o f  counterpu lsa t ion
5.  Automat i c  Ca l ibra t ion —Ar ter ia l  pressure ,  ECG s ize ,  

and BPW
6.  Automat i c  T iming —Wil l  moni tor  and adjus t  t iming

changes  based upon beat  to  beat  changes  in  hear t  ra te
7.  Cont inuous  Autogain  
8 .  Automat i c  Rese t  o f  C lass  2  and some C lass  3  A larms
9.  Automat i c  A larm Spec i f i c  Troubleshoot ing In format ion

10.  Automat i c  A larm Pr in tou t
11.  Automat ic  S ignal  Recogni t ion –3 or  5 Lead ECG Cables

wi th Automat ic  Recogni t ion of  the Cable Type and Correc t
Lead Se lec t ions for  each cable

2400 Bernvi l le  Road
Reading,  PA 19605
610-378-0131

24-Hour IAB Product  Suppor t  Hot l ine:
800-447-IABP/800-447-4227 (US and Canada)
617-389-8628 (Worldwide)
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